
HANDAUFZUG KALIBER J325 HAND-WINDING CALIBRE J325 

Typ: 

Frequenz: 

Abmaße: 

Bauhöhe: 

Feinregulierung: 

Aufzug: 

Gangautonomie: 

Anzeigen: 

Werkvollendung: 

Formwerk 

4 Hz (28.800 Halbschwingungen/Std.) 

28,4 mm x 25,6 mm 

4 mm 

Erhard Junghans Feinregulierung 

Handaufzug 

> 48 Stunden 

Stunden, Minuten 

handgraviertc Unruhbrücke, Streifcn- 
schlifF auf Räderwerk- und Kaliber- 
brücke, SonnenschlifF auf Krön- und 
Sperrrad, Kanten angliert, verschraubte 
Goldchatons, gebläute Schrauben, 
Grundplatine perliert 

Type; 

Frequency: 

Dimensions: 

Height: 

Adjustment: 

Winding: 

Power reserve: 

Display: 

Finishing: 

Jewels: 

form movement 

4 Hz (28,800 vibrations per hour) 

28.4 mm x 25.6 mm 

4 mm 

Erhard Junghans precision adjustment 

hand-winding 

> 48 hours 

hours, minutes 

hand-engraved balance bridge, stripe finish 

on wheel bridge and calibre bridge, sunray- 

brushed crown wheel and ratched wheel, 

angled edges, screwed gold chatons, blued 

screws, base plate with perlage 

18 

Steine: 18 

HANDAUEZUG KALIBER J330 HAND-WINDING CALIBRE J330 

Typ: 

Frequenz: 

Durchmesser: 

Bauhöhe: 

Rundwerk 

4 Hz (28.800 Halbschwingungen/Std.) 

28,4 mm (12,5 Linien) 

4 mm 

Feinregulierung: 

Aufzug: 

Gangautonomie: 

Anzeigen: 

Werkvollendung: 

Steine: 

Regulierschrauben sowie 
Erhard Junghans Feineinstellung für 
die Spiralklötzchenposition 

Handaufzug 

> 48 Stunden 

Stunden, Minuten, Zentralsekunde 

handgravierte Unruhbrücke, fächer- 
förmiger Zierschliff auf Räderwerk- und 
Kaliberbrücke, Sonnenschliff auf 
Krön- und Sperrrad, Kanten angliert, 
verschraubte Goldchatons, gebläute 
Schrauben, Grundplatinc perliert 

20 

Besonderheiten: Unruh mit rückerfreier Schrauben- 
regulierung und blauer Breguetspirale, 
Chronometer 

Type: 

Frequency: 

Diameter: 

Height: 

Adjustment: 

Winding: 

Power reserve: 

Display: 

Finishing: 

Jewels: 

Specifics: 

round movement 

4 Hz (28,800 vibrations per hour) 

28.4 mm (12.5 lines) 

4 mm 

screws for adjusting, Erhard Junghans 

precision stud adjustment 

hand-winding 

> 48 hours 

hours, minutes, seconds 

hand-engraved balance bridge, fan-shaped 

finish on wheel bridge und calibre bridge, 

sunray-brushed crown wheel and ratched 

wheel, angled edges, screwed gold chatons, 

blued screws, base plate with perlage 

20 

balance with screws for adjusting and 

blue hairspring with Breguet overcoil. 

Chronometer 


