
KALIBER J890 CHRONOSCOPE CALIBRE J890 CHRONOSCOPE 

Typ: 

Frequenz: 

Durchmesser: 

Bauhöhe: 

Feinregulierung: 

Aufzug: 

Gangautonomie: 

Anzeigen: 

Chronoscope: 

Werkvollendung: 

Steine: 

Automatik Schaltrad Chronoscope 

4 Hz (28.800 Halbschwingungen/Std.) 

28,4 mm (12,5 Linien) 

7,27 mm 

Exzenter 

automatisch, beidseitig (Klinkenaufzug) 

> 48 Stunden (ohne Chronoscope Funktion) 

Stunden, Minuten, kleine Sekunde bei 

11 Uhr, Datum und Gangreservc bei 4 Uhr 

Zentrale Stoppsekundc, 30-Minuten- 

Zählerbei 1 Uhr, 12-Stunden-Zähler bei 

7 Uhr 

Streifenschlilf vom Typ „Cötes de Geneve” 

auf Brücken und Rotor, gebläute Schrauben 

41 

self-wiridhig chronoscope with 
column wheel system 

Frequency: 4 Hz (28.800 vibrations per hour) 

Diameter: 28.4 mm (12.5 lines) 

Height: 7.27 mm 

Adjustment: excentric 

Winding: automatic^ bi-directional (pawl winding 

mechanism) 

Power reserve: > 48 hours (excluding chronoscope function) 

Display: hours, minutes, small second at II o'clock, 

date and power reserve at 4 o 'clock 

Chronoscope: central stop second, 30-minute counter at 

1 o'clock, 12-hour counter at 7o'clock 

Finishing: »Cotes de Geneve"finishing on bridges and 

rotor, blued screws 

Jewels: 41 

45 


