
JUNGHANS Meister Chronometer 

Ausstattung: Automatikwerk J820.1 mit Datumsanzeige, Chronometer mit offizieilem Zertifikat, rhodiniertes Werk mit incabloc 

Stoßsicherung, Rotor mit Genfer Schiiff, 25 Steine, 13 gebiäute Schrauben, 42 Stunden Gangreserve, Frequenz 4 Hz (28.800 Halbschwin- 

gungen/Stunde), Abgieich in 5 Lagen, Ziffer biatt versiibert mit 4 Appiiquen, Leuchtmasse auf 12-Uhr-Appiique, Zeiger mit Leucht masse, 

Gehäuse Edeistahl bzw. PVD-beschichtet 0 38,4 mm, 5-fach verschraubter Sichtboden, Piexi-Hartgias gewöibt mit SiCRALAN' Beschich- 

tung, Pferdeieder- bzw. Louisiana-Aliigatoriederband mit Dornschließe aus Edelstahl bzw. PVD-beschichtet, wasserdicht bis 3 atm. 

Features; Self-winding movement 1820.1 with display for date, chronometer with official certification, rhodium plated movement with 

Incabloc shock-absorber, „Cötes de Ceneve“finishing on rotor, 25 jewels,ig blued steel screws, power reserve 42 hours, frequency 4 Hz 

(28.800 vibrations per hour), adjustment in 5 positions, silver plated dial with 4 appliques, luminous applique at 12 o'clock, luminous 

hands, stainless steel case or PVD coated 0 gS.q mm, 5-times screwed back with mineral crystal, convex hard Plexiglass with SICRALAN’ 

coating, horseskin strap or Louisiana alligator strap with stainless steel buckle or PVD coated, water-resistant up to 3 atm. 

Meister Chronometer 

027/4130.00 

• EXKLUSIV bei JUNGHANS 
Plexi-Hartglas mit SICRALAN MRL UV Beschichtung von 
dem Technologieführer GfO GmbH (siehe Glossar). 

Meister Chronometer 

027/7333.00 

EXCLUSIVE at JUNGHANS 
Hard Plexiglass with SICRALAN MRL UV coating from 
the technological leader GfO GmbH (see glossary). 


